
C 축 사양 ( 회전 )

1 / 90

CLAMP FORCE 1600 N.m

A축 사양 ( 경사 )

Gear Ratio 1 / 120

Clamp Force 2600 N.m

Tilting Angle -20° ~ +120°

Servo Motor
ai F8 / 3000

( A06B-0227-B100 )

Work Weight ( kgf ) -

Rotating Angle 360°

Servo Motor
ai F4 / 4000

( A06B-0223-B100 )

Clamp Pressure 25 ~ 35 kgf/cm2

Gear Ratio

Max. RPM 25 ( Motor 3000 min-1 ) Max. RPM 33.3 ( Motor 3000 min-1 )

[ MTR1-254FF Specifications ]
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[ 회전축 단면도 ]

250

PT 1/8

PT 1
/8

Clamp Pressure 25 ~ 35 kgf/cm2

MTR1-254FF

1Axis Trunnion Tilting Rotary Table

ISO VG #220LUBRICATION

A-Axis  25 min
-1

C-Axis  33.3 min

-1

A-Axis   1 / 120

C-Axis   1 / 90

Clamp Pressure

MFG NO.

25~35 kgf/cm

2

 [HYD]

Max. RPM

Servo Motor 3000min

-1

Gear Ratio

변  경  사  항

기호 변  경  내  용 날    짜 수  정 승  인
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